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Specifications PA10003-2

2 Arm Configuration

S   Smooth

N/A

2    Two Arm Configuration

3    Pendant 6    6” X 6” Square

POLE DIMENSIONS4POST ARM ORIENTATION1

NUMBER OF ARMS2 POLE STYLE5

CENTER MOUNT OPTIONS3

PA10003-2    
2 Lt Post Arm for Pendant Fixture

Weight: 58 lbs
EPA: 5.67  

Specifications
General: 
Due to size or weight, arms 
mounts may not accommodate 
all ANP luminaires.

Material: 
All parts are high strength 
extruded aluminum .188 wall 
thickness.

All hardware provided shall be 
stainless steel or zinc plated 
steel.   

Fixture Mounting: 
Dual clevis pin to male
coupling.

Post Arm Mounting: 
Slip tenon to accommodate 6” 
square pole. 

Pole section of arm matches pole 
diameter and style. 
 
Electrical: 
Pull wire provided.

Finish:
Sequoia wood grain powder coat 
finish is skillfully hand streaked 
with black paint to mimic textured 
wood. #72 Matte Black paint 
finish is standard for decorative 
scroll and aluminum banding.

Modifications: 
Consult factory for custom or 
modified designs.

Sequoia 99

Consult Factory for additional paint charges and availability. 
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